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the street or to incommode occupants of adjoining property. Trenches shall not be opened more than 200 feet in advance of the laying of the sewer.
Back Filling.—Back filling shall follow close after the construction of the sewer, and in no case be more than 100 feet in the rear.
The filling of the earth around and on top of the sewers shall be done with the utmost care, and in a manner to obtain the greatest compactness and solidity possible. For that purpose the earth shall be laid and rammed in regular layers not more than nine inches thick up to the surface of the street, or thoroughly soaked with water, as may be directed by the sewer commissioner.* The macadamizing, if any has been removed, shall be carefully replaced on the top of the said falling; and when paving has been removed it shall be replaced in the same manner as when originally constructed, and the street or alley left in as good condition as it was before. If any new mater-rials are needed for such repairing, they shall be of the best quality, and shall be furnished and put down by the contractor at his own cost.
The gutter paving in front of and adjoining sewer inlets shall be taken up and replaced in proper shape, so as to con* duct the storm water into the sewer inlets.
All work of restoring the surface of the streets and alleys shall be done to the satisfaction of the street commissioner, or his duly authorized agents, immediately after the sewer is laid. If not so done within five days after notice, the work may be done by the street commissioner, and the cost thereof shall be paid by the contractor; and in default of payment, the cost, may be retained by the city of St. Louis, out "of any money that may be due or become due to the contractor under this contract.
Surplus Earth.—All surplus earth shall be hauled away promptly to such places, within a distance of 3,000 feet, as the sewer commissioner shall designate, and be spread according to his directions; but if no such place is designated, the contractor shall dispose of such surplus at his own risk and expense. No surplus earth shall be deposited on private property, if within the limit just named, it can be used on the streets or alleys or other public places. Hut if no such use can be found for it, it may, with the consent of the sewer commissioner, be deposited on private property; but all earth so deposited without the consent of said commissioner, shall be measured, and the amount thereof deducted from the measurement of the excavation.
The price paid for earth and rock excavation shall cover the whole cost of excavating the trenches and refilling the same
* A better plan is to thoroughly ram the layers In nine-inch courses  and then to also thoroughly soak with water «very four or five feet, whenever water in available. 13

